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Abstract: Among newly developed TX (Mg-Sn-Ca) alloys, TX32 alloy strikes a good balance between
ductility, corrosion, and creep properties. This study reports the influence of aluminum and
zinc additions (0.4 wt % each) to TX32 alloy on its strength and deformation behavior. Uniaxial
compression tests were performed under various strain rates and temperature conditions in the
ranges of 0.0003–10 s−1 and 300–500 ◦ C, respectively. A processing map was developed for
TXAZ3200 alloy, and it exhibits three domains that enable good hot workability in the ranges
(1) 300–340 ◦ C/0.0003–0.001 s−1 ; (2) 400–480 ◦ C/0.01–1 s−1 ; and (3) 350–500 ◦ C/0.0003–0.01 s−1 .
The occurrence of dynamic recrystallization in these domains was confirmed from the microstructural
observations. The estimated apparent activation energy in Domains 2 and 3 (219 and 245 kJ/mole) is
higher than the value of self-diffusion in magnesium. This is due to the formation of intermetallic
phases in the matrix that generates back stress. The strength of TXAZ3200 alloy improved up to
150 ◦ C as compared to TX32 alloy, suggesting solid solution strengthening due to Al and Zn. Also,
the hot deformation behavior of TXAZ3200 alloy was compared in the form of processing maps with
TX32, TX32-0.4Al, TX32-0.4Zn, and TX32-1Al-1Zn alloys.
Keywords: Mg-Sn-Ca-Al-Zn alloy; strength; hot deformation; processing map; microstructure;
kinetic analysis

1. Introduction
Owing to their light weight and specific stiffness, Mg alloys are being developed for use as
structural parts in the automobile and aerospace industries [1]. Their extensive applications are
limited, however, mainly because of their low strength and corrosion resistance. In a quest to achieve
better creep and corrosion resistance, new alloys based on the TX (Mg-Sn-Ca) system have been
developed [2–5]. In this system, Sn imparted corrosion resistance by forming a solid solution with Mg,
and additions up to 5 wt % improved mechanical properties such as ductility and tensile strength [6].
Ternary additions by Ca improved the creep strength at service temperatures due to the presence of the
stable CaMgSn intermetallic phase in the matrix [2,3]. It was found that the ratio of Ca to Sn (or Sn to Ca)
dictates the formation of different phases in the microstructure [2,4]. In this series, Mg-3Sn-2Ca (TX32)
alloy was found to exhibit a fair balance between the creep resistance and the corrosion resistance [5,7].
An attempt was made to increase the strength of TX32 alloy by adding 0.4 wt % Al [8]. In a view to
increase the strength further, 0.4 wt % Zn was also added to Mg-3Sn-2Ca-0.4Al (TX32-0.4Al) alloy.
Zinc exhibits high solid solubility in magnesium, which is about 6 wt % at 340 ◦ C and results in
solid solution strengthening [9–12] that increases the value of the critical resolved shear stress (CRSS)
Metals 2018, 8, 216; doi:10.3390/met8040216
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needed for the occurrence of basal slip. However, Zn addition lowers the CRSS required for prismatic
slip and thereby promotes its activity, which in turn leads to plastic deformation. However, with the
increase of alloying elements percentage, i.e., their concentration, many other problems such as casting
defects, precipitates formation and their non-uniform distribution and morphology, micro-porosity,
and chemical segregation may arise. To overcome these problems, the thermomechanical processing of
the cast alloy at higher temperatures is required. So, it is essential to develop a technology to optimize
the hot working of Mg-3Sn-2Ca-0.4Al-0.4Zn (TXAZ3200) alloy to ensure reliability via the formation of
defect-free microstructures. The aim of this investigation is to evaluate the strength of TXAZ3200 alloy
under compression as well as to generate a processing map to identify the best deformation conditions
that can yield optimum hot workability. The strength of TXAZ3200 alloy was estimated to be in the
range of 25 ◦ C to 250 ◦ C, which is in the general service temperature range of Mg alloys for automotive
applications. The hot deformation characteristics were studied by developing its processing map and
applying kinetic analysis.
The dynamic materials model formed the basis in developing processing maps for a number
of materials, using the concepts and procedures that have been well established [13,14]. In this
approach, two different maps, namely, a power dissipation efficiency (η) map and an instability (ξ)
map, are first determined over a range of temperature and strain rate at a chosen deformation strain,
and then superimposed to generate a processing map. The portion of applied power used to cause
microstructure changes in the workpiece determines its dissipation efficiency, and can be evaluated
using the equation:
η = 2m/(m + 1)
(1)
where m is the strain rate sensitivity of the material. The dissipation efficiency map is generally
presented as an efficiency contour map, with various “domains” identified around peak efficiencies.
The valleys separating the domains represent the shift from one domain to another, while each domain
represents a dominant metallurgical mechanism. These mechanisms can be identified on the basis of
domain characteristics.
A workpiece may also experience non-uniform deformation under some specific processing
conditions that would lead to the occurrence of flow instability regimes. Such conditions develop
adiabatic shear bands (high intense) or flow localization (low intense) in the deforming material.
The theory of mechanics of large plastic flow [15] can be applied to determine the conditions that
.
would lead to the occurrence of undesirable regimes, using an instability parameter ξ ε :
.
∂ ln [m/(m + 1)]
ξ ε =
+m ≤ 0
.
∂ ln ε

(2)
.

Flow instability happens under the deformation conditions where the value of ξ(ε) is negative.
Based on the processing map, the temperature and strain rate conditions that promote mechanisms
such as dynamic recrystallization (DRX) can be identified. By deforming the material under only
such conditions, the workability of any material may be optimized. The map also helps to avoid the
conditions of flow instability.
2. Experimental Section
Cast Mg-3Sn-2Ca-0.4Al-0.4Zn (TXAZ3200) alloy was obtained by employing the conventional
permanent mold casting technique in which pure elemental metals were used. The molten alloy
was maintained at a temperature of 720 ◦ C under a protective cover of Sulfur hexafluoride (SF6 ) and
Argon gas mixture. The melt was poured into permanent molds that were preheated. To perform
the compression testing, specimens in a cylindrical shape with dimensions of 10 mm in diameter
and 15 mm in height were extracted from the as-cast billet. A hole with a diameter of 1 mm was
drilled to a depth of about 5 mm (i.e., to the center of the specimen) at the mid-height point of the
specimen. By inserting a thermocouple (chromel-alumel Pro-K type, RS Components Ltd., Corby,
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UK) into the hole, the instantaneous rise of temperature within the specimen during deformation was
recorded. The details on the procedure for performing compression testing were described earlier [16].
To evaluate high temperature compressive strength, the specimens were compressed at a nominal
strain rate of 0.0001 s−1 in the temperature range between 25 ◦ C to 250 ◦ C until the specimens were
fractured/fragmented. To generate processing maps of TXAZ3200 alloy, uniaxial compression tests
were performed on the cylindrical specimens in the range of strain rates between 0.0003 s−1 and
10 s−1 and in the temperature range of 300–500 ◦ C (5 × 6 experimental matrix). An exponential
decay function in the servo-hydraulic machine (M1000/RK; Darted Ltd., Bournemouth, UK) was
used to control the actuator speed to achieve the required constant true strain rates during the entire
compression test period. A graphite powder and grease mixture was used in all of the compression
experiments for lubrication purposes. The tests were performed up to a true strain of about 1, or until
specimens had undergone fracture, followed by quenching the deformed specimens immediately in
water. Standard mathematical expressions governing uniaxial compression were employed to convert
the recorded data of load-stroke into values of true stress and true strain. Due to the adiabatic rise of
temperature within the specimen undergoing the compressive deformation, the values of flow stress
were corrected to obtain the proportional value under the actual test temperature. This correction was
achieved by fitting the smooth curves of flow stress data at all the relevant strain rates as a function
of temperature for uniform intervals of strain. The processing maps were generated by using those
corrected flow stress values as a function of temperature at various strain rates and for the chosen
strain values. The steps involved, and the general procedure were described earlier [13,14].
Siemens D-5000 diffractometer facility at City University of Hong Kong was used to perform the
X-ray diffraction (XRD, Siemens D-5000 Diffractometer, Siemens Analytical X-Ray Instruments, Inc.
Madison, WI, USA) and to identify the phases present in TXAZ3200 alloy. The initial alloy sample was
polished to make its surface flat and then characterized by XRD under Cu Kα radiation (λ = 1.5406 Å).
The sample was then examined with a scanning step size of 0.05◦ in the 2θ range between 20◦ and 80◦ .
A scanning electron microscope (SEM—JEOL JSM-5600, SEM—JEOL Ltd., Akishima, Tokyo, Japan)
was used to record the microstructure of the initial cast alloy as well as to perform energy-dispersive
spectroscopy analysis (EDS—OXFORD/Aztec) to determine the chemical composition and to produce
individual elemental distribution maps to locate the presence of elements within the matrix and as
second-phase particles. These results were supplemented to confirm the main constituent phases of the
alloy that were obtained in the XRD analysis. Differential scanning calorimetry (DSC, TA Instruments,
New Castle, DE, USA) was performed to detect the phase transformations, if any, in the 0.4 wt %
Zn-containing TXAZ3200 alloy.
The post-compressed specimens were cut along the compression axis at the center of the specimen.
After mounting, the cut surfaces were polished to produce mirror-like scratch-free surfaces for optical
metallography. To obtain microstructures, etching was performed with an etchant that contained 3 g
picric acid, 20 mL acetic acid, 50 mL ethanol, and 20 mL distilled water. The etched specimens were
examined using optical metallurgical microscope (OMM—Olympus/PMG3, Olympus Corporation,
Tokyo, Japan) for their microstructural features.
3. Results and Discussion
3.1. Initial Microstructure
The chemical composition of the as-cast TX32-0.4Al-0.4Zn (TXAZ3200) alloy billet is shown in
Table 1. The initial microstructure of the as-cast TXAZ3200 alloy is presented in Figure 1a,b, which
are the optical and SEM (scanning electron microscope) micrographs, respectively. The average grain
diameter of the cast alloy is 100 µm. This is considerably finer than the grain size that was typically
observed in other TX-based as-cast Mg alloys (200–500 µm) [17–20]. Figure 2 shows the XRD phase
analysis plot, which reveals the phases present in the microstructure. The cast microstructure reveals
three types of phases; the first is Mg2 Ca, which would be present mainly on the grain boundaries [19],
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and the second consists of needle-like Ca2 Sn_Mg particles. The XRD spectrum indicates the presence
of the Ca2 Mg6 Zn3 phase (spherical particles), the volume fraction of which is very low, as can be seen
in Figure 1b. Figure 3 shows a typical SEM-EDS analysis (SEM image and elemental distribution maps
for Mg, Sn, Ca, Al, and Zn, respectively) for TXAZ3200 alloy, based on which intermetallic particles
in the microstructure are marked in the SEM image in Figure 1b. With the presence of Sn at most of
the locations where Ca is present, it is difficult to differentiate the Ca-containing phase. These results
are consistent with the results obtained for TX32-based alloys with small additions of Al or Zn [19,21].
EDS maps show that Al and Zn are mostly dissolved in the matrix. Figure 4 presents the DSC graph of
TXAZ3200 alloy, which indicates that the intermetallic particles are thermally stable up to the melting
point of the alloy. A kink is formed at 516 ◦ C that coincides with the formation of eutectic or the
softening of the Mg2 Ca phase.
Table 1. The chemical composition (in percent) measured on the cast billet of TXAZ3200 alloy.
Sn

Ca

Al

Zn

Mg

2.844

1.857

0.384

0.38

Balance (94.53)

Figure 1. (a) Optical microstructure and (b) SEM micrograph of as-cast TX32-0.4Al-0.4Zn
(TXAZ3200) alloy.
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Figure 2. X-ray diffraction (XRD) spectrum of as-cast TX32-0.4Al-0.4Zn (TXAZ3200) alloy.

Figure 3. Cont.
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Figure 3. (a) SEM micrograph of TXAZ3200 alloy and its corresponding energy-dispersive spectroscopy
(EDS) maps for elements (b) Mg, (c) Sn, (d) Ca, (e) Al, and (f) Zn.

Figure 4. Differential scanning calorimetry (DSC) curve of TX32-0.4Al-0.4Zn (TXAZ3200) alloy in the
as-cast condition.

3.2. Ultimate Compressive Strength
Figure 5 shows the effect of temperature between 25 ◦ C to 250 ◦ C on the ultimate compressive
strength (UCS) of the cast TXAZ3200 alloy. The UCS values of base alloys such as TX32 and TX32-0.4Al
(TXA320) are also shown for comparison. The grain size of TX32 and TXA320 alloys in the initial as-cast
condition was about 700 µm [17] and 500 µm [18], respectively. In these three alloys, the compressive
strength continuously decreased with the increase of temperature, probably due to the decrease of
contribution from twinning. TX32 and TXA320 alloys exhibited a plateau between 125 and 175 ◦ C,
which is attributed to the grain boundary phase Mg2 Ca and associated dislocation pinning that hinders
the sliding contribution to the plastic flow. The strength exhibited by TXAZ3200 is higher than that of
the base alloys up to 150 ◦ C, indicating that Zn has a strengthening effect and leads to a refined grain
size. Zn addition also increases the activity of basal and prismatic slip [9–11]; thus, the strength has a
sharper decrease above 175 ◦ C than that observed in the base TXA320 alloy.
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Figure 5. Ultimate compressive strength (UCS) of TXAZ3200 alloy compared with base TX32 and
TX32-0.4Al (TXA320) alloys.

3.3. Stress-Strain Behavior
True stress–true strain plots at different strain rates corresponding to the compression test
conditions of 300 and 450 ◦ C are shown in Figure 6a,b, respectively. With reference to Figure 6a,
the curves reveal flow-softening type behavior at values higher than 0.01 s−1 , whereas nearly
steady-state type flow behavior was observed at lower strain rates. At higher temperatures (e.g.,
450 ◦ C), as shown in Figure 6b, the flow softening during compression is highest at 10 s−1 , and with
the decrease in strain rate this trend decreased. At strain rates lower than 0.01 s−1 , the stress-strain
curves exhibited near steady-state flow. The shapes of the deformed specimens after compression are
shown in Figure 7. The specimens deformed at lower temperatures (300 ◦ C), and at strain rates above
0.01 s−1 they exhibited shear fractures. The corresponding flow curves revealed intense flow softening,
which indicate the possibility of the occurrence of flow instability. At higher temperatures (500 ◦ C) as
well as higher strain rates, the specimens underwent fractures. The rest of the specimens exhibited
homogeneous deformation and their cross-sections were nearly circular.
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Figure 6. True stress–true strain plots obtained in compression for six strain rates at (a) 300 ◦ C and (b)
450 ◦ C.

Figure 7. Specimen shapes after the hot compression of TXAZ3200 alloy at different temperatures and
strain rates.

3.4. Processing Map and Microstructural Evolution
The processing map generated for TXAZ3200 alloy corresponding to a true strain of 0.5 is shown
in Figure 8. The numbers marked on the contours indicate the values of efficiency of power dissipation
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in percentage. The reddish colored area in Figure 5 corresponds to the regime of flow instability.
The processing map exhibits three domains of workability in the deformation conditions ranges of:
(1)
(2)
(3)

300–340 ◦ C and 0.0003–0.001 s−1 ; corresponding peak efficiency is 37% at 300 ◦ C/0.0003 s−1
(Domain 1);
400–480 ◦ C and 0.01–1 s−1 ; corresponding peak efficiency is 38% at 450 ◦ C/0.1 s−1 (Domain
2); and
350–500 ◦ C and 0.0003–0.01 s−1 ; corresponding peak efficiency is 37% at 450 ◦ C/0.0003 s−1
(Domain 3).

Figure 8. Processing map for TXAZ3200 (0.4Al and 0.4Zn) alloy developed at a true strain of 0.5.
The numbers shown with the contours represent dissipation efficiency in percent. The shaded reddish
area represents the flow instability regime.

The optical microstructures observed on the deformed specimens compressed at 300 ◦ C/0.0003 s−1
and 350 ◦ C/0.0003 s−1 (conditions corresponding to Domain 1 and nearby) are presented in Figure 9a,b,
respectively. These reveal the initiation of fine recrystallized necklace type grain structure in the matrix,
suggesting that the dynamic recrystallization (DRX) mechanism occurs in this window (Domain 1).
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Figure 9. Microstructures of specimens compressed at temperatures and strain rates corresponding to
Domain 1 and its close proximity. The compression axis is vertical. (a) 300 ◦ C and 0.0003 s−1 ; (b) 350 ◦ C
and 0.0003 s−1 .

The microstructures recorded under the deformation conditions corresponding to Domain 2 are
shown in Figure 10a–d, which indicate the occurrence of DRX in this domain as well, and consequently
indicate that the initial microstructure in the cast condition is changed into a wrought equiaxed
grain structure.

Figure 10. Optical microstructures of specimens deformed at conditions corresponding to Domain 2,
revealing dynamic recrystallization (DRX) features. The compression axis is vertical. (a) 400 ◦ C and
0.1 s−1 ; (b) 450 ◦ C and 0.1 s−1 ; (c) 400 ◦ C and 0.01 s−1 ; (d) 450 ◦ C and 0.01 s−1 .
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The optical microstructures of the specimens compressed in Domain 3 conditions are presented in
Figure 11a–d, revealing the formation of a fine-grained recrystallized microstructure. These features
confirm that Domain 3 is also a DRX domain. A wrought Mg alloy exhibiting two DRX domains at the
same temperatures (one domain at lower strain rates and another DRX domain at higher strain rates)
is not an unusual. The average grain diameters of specimens deformed under Domains 1, 2, and 3
are considerably lower than those in the initial cast condition. Thus, the occurrence of DRX caused
considerable grain refinement in all three domains when compared with the grain size of TXAZ3200
alloy (100 µm) in the cast condition.

Figure 11. Optical microstructures of specimens deformed at conditions corresponding to Domain
3, revealing DRX features. The compression axis is vertical. (a) 400 ◦ C and 0.001 s−1 ; (b) 450 ◦ C and
0.001 s−1 ; (c) 400 ◦ C and 0.0003 s−1 ; (d) 450 ◦ C and 0.0003 s−1 .

3.5. Kinetic Analysis
.

The flow stress (σ) dependence on temperature (T) and strain rate (ε) can be represented by the
standard kinetic rate equation (Arrhenius type) [22], as follows:
.

ε = Aσn exp[− Q/RT ]

(3)

where n, Q, and R are the stress exponent, apparent activation energy, and gas constant, respectively,
and A is a constant. The rate equation is obeyed within the deterministic region (domains). So,
the apparent activation energy value can be evaluated for each domain. For this purpose, a plot of
flow stress versus strain rate (both are on the natural logarithmic scale) at different temperatures was
drawn and is shown in Figure 12a. The Arrhenius plot shown in Figure 12b presents the change of the
natural logarithm of flow stress normalized with respect to the shear modulus of Mg that has a value
of 16.5 GPa, against the inverse of absolute temperature.
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Figure 12. (a) Flow stress versus strain rate on the natural logarithm scale at various temperatures,
and (b) normalized flow stress versus the inverse of absolute temperature at different strain rates for
TXAZ3200 alloy.

The calculated values of apparent activation energy (Q) are 219 kJ/mole, and 245 kJ/mole for
Domains 2 and 3, respectively. The Q values obtained for all three DRX domains are higher than the
value of Q for the lattice self-diffusion in magnesium, which is 135 kJ/mole [23]. This may be due to
the production of a considerable amount of back stress to the glide of dislocations, which is attributed
to the presence of Ca2 Mg6 Zn3 and Mg2 Ca intermetallic particles that are present in the matrix and on
the grain boundaries, respectively.
3.6. Deformation Mechanisms
Basal slip on {0001}<1120>, prismatic slip on the {1010} slip plane in the <1120> direction,
first-order pyramidal slip on the {1011} and {1012} planes in the <1120> direction, and second-order
pyramidal type slip on the {1122} plane along the <1123> direction are the important slip planes and
directions in Mg alloys. The activity of any slip system depends on its threshold levels of CRSS. It
is well understood that the basal slip plays a dominant role in the room temperature deformation of
magnesium due to its low CRSS, whereas the prismatic slip is active at above 225 ◦ C and the pyramidal
slip contribution is significant beyond 350 ◦ C. Climb is the recovery process that is associated with
basal slip and prismatic slip [24], whereas cross-slip is associated with second-order pyramidal slip
system [25]. The activity of pyramidal slip and the occurrence of cross-slip results in high workability
in magnesium materials.
In Domain 1, which occurs at lower temperatures (see Figure 8), basal type slip {0001}<1120> is
highly favored because of the lower CRSS at 300–340 ◦ C (i.e., conditions of Domain 1), even though the
prismatic slip {1010}<1120> is also favored to some extent to fulfill the requirement of five independent
slip systems for homogeneous deformation in polycrystalline materials. The recovery process that
is associated with the basal slip system is the climb of the edge dislocations, which is controlled by
the lattice self-diffusion. The conditions at which Domain 1 occur are almost similar to the Domain 1
conditions of TX32 [17] and TX32-0.4Al [18] alloys. While a precise estimation of activation energy
is not feasible due to few experimental datasets being available in this domain range, the activation
energy value can be expected to be higher for TXAZ3200 due to the hard intermetallic particles in the
matrix of TXAZ3200 alloy, which generate back stress.
In previous studies, the effect of Zn in Mg was reported and the addition of Zn tended to lower
the CRSS required for the extensive activation of prismatic slip [11,12], thereby promoting its activity.
The temperatures at which Domains 2 and 3 occur are higher for the prismatic slip alone to dominate.
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With the increase in temperature, the contribution of the second-order pyramidal slip system also
increases as its CRSS decreases. As a result, this type of slip dominates the deformation in Domains 2
and 3, over a larger temperature range in the case of the latter. Moreover, a split in the strain rate axis
differentiates the two domains. In view of the higher strain rates at which Domain 2 occurs, extensive
second-order pyramidal slip occurs and the associated recovery mechanism would be cross-slip as
the pyramidal dislocations are screw in character. In Domain 2, DRX occurs more quickly and can be
controlled by the cross-slip. Also, the alloy can be hot worked at much faster strain rates than the rates
of Domain 1. Although DRX occurs in Domain 3, the softening or the rate-controlling mechanism is
possibly different from that of Domain 2. Due to the extensive occurrence of prismatic slip in these
conditions (i.e., lower strain rates) and due to the edge nature of prismatic dislocations, the recovery
mechanism would be dislocation climb, which can be controlled by the self-diffusion. As diffusion is a
time-dependent process, it is slower and can feasibly occur at lower strain rates.
3.7. Flow Instability
Using the flow stress data and upon applying Equation (2) to evaluate the instability criterion, the
processing map of TXAZ3200 alloy (Figure 5) revealed a regime of flow instability that occurred at
lower temperatures and higher strain rates. Optical microstructures of the specimens compressed at
(1) 300 ◦ C/0.1 s−1 and (2) 300 ◦ C/1 s−1 are shown in Figure 13a,b, respectively. At a lower strain rate,
the manifestation of flow instability is observed as a flow localization process, in which flow bands are
formed as shown in the Figure 13a. The manifestation of instability at a higher strain rate is viewed as
the formation of an adiabatic shear band that occurred at almost 45◦ with respect to the loading axis
(Figure 13b). This regime must be avoided for the thermomechanical processing of TXAZ3200 alloy.

Figure 13. Microstructures of specimens compressed under the conditions of flow instability regime.
The compression axis is vertical. (a) 300 ◦ C and 0.1 s−1 ; (b) 300 ◦ C and 1 s−1 .

3.8. Comparison with the Processing Maps of TX32-Based Alloys
It is quite interesting to analyze the difference in the hot working behavior of TXAZ3200 (0.4% Al,
0.4% Zn) alloy with those based on the TX32 alloy system involving minor differences in Al and Zn
content, such as TX32, TX32 with 0.4% Al (TXA320), TX32 with 0.4% Zn (TXZ320), and TX32 with 1%
Al and 1% Zn (TXAZ3211) alloys. TX32 alloy that has no Al or Zn contains CaMgSn in the matrix and
Mg2 Ca that precipitates at the grain boundaries. The processing map for TX32 alloy [17], obtained
in similar temperature and strain rate ranges to those covered in this study, is shown in Figure 14a.
The map exhibits two DRX domains, as previously reported [17]: (1) 300–350 ◦ C and 0.0003–0.001 s−1
showing a peak efficiency of about 42% at 300 ◦ C/0.0003 s−1 (Domain 1); and (2) 390–500 ◦ C and
0.005–0.6 s−1 showing a peak efficiency of about 42% at 450–500 ◦ C/0.03 s−1 (Domain 2). Under the
conditions of Domain 1 of the processing map of TX32, basal and prismatic slip occurred along with
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the recovery by dislocation climb. In Domain 2 conditions, second-order pyramidal slip occurred with
cross-slip as the rate-controlling mechanism [17].

Figure 14. Processing maps for (a) TX32 [17]; (b) TX32-0.4Al [18]; (c) TX32-0.4Zn; and (d) TX32-1Al-1Zn
alloys at a true strain of 0.5. The numbers on the contours represent power dissipation efficiency in
percent. The flow instability regimes are marked.

When 0.4% Al is added, the processing map (shown in Figure 14b) is almost similar to that of the
base TX32 alloy. The map [18] exhibits two DRX domains that occur at similar temperature and strain
rate conditions to those of TX32 alloy, and the corresponding deformation mechanisms are also the
same in TXA320 alloy.
An attempt was made in the present work to study the deformation behavior of TX32 alloy with
the addition of only 0.4% Zn. The phases formed are Ca2 Mg6 Zn3 , Mg2 Ca, and Ca2 Sn in TXZ320
alloy [21]. The processing map developed for TXZ320 is shown in Figure 14c. In comparison with
the base TX32 alloy, the processing map for TXZ320 alloy exhibits a significant difference in that
the flow instability regime is limited only to 300–350 ◦ C. This may be attributed to the new phases
formed and the suppression of Mg2 Ca at the grain boundaries. The processing map exhibits two DRX
domains, similar to TX32 and TXA320 alloys. However, in TXZ320 alloy, Domain 1 shifts towards
higher temperatures by 50 ◦ C and the temperature of peak efficiency condition is higher by 100 ◦ C,
while it is extended to 0.02 s−1 on the strain rate axis. Domain 2 also moves to higher temperatures by
35 ◦ C, with some shift to higher strain rates.
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Comparing the processing map of TXAZ3200 alloy (Figure 8) with the map of its base TXA320
alloy (Figure 14b) that has no zinc, differences caused by the addition of Zn are observed as follows:
(i) Domain 1 covers a slightly smaller range of temperature and the peak efficiency is lower (37% as
compared to 43%); (ii) Domain 2 starts and ends towards lower values (about 20 ◦ C) on the temperature
axis, although the strain rates are very close; (iii) the new Domain 3 forms at higher temperatures and
lower strain rates; and (iv) the instability regime is reduced significantly (up to 460 ◦ C in the base alloy
down to a maximum of 370 ◦ C).
In TXA320 alloy, the deformation mechanisms in Domains 1 and 2 are the same as those described
above for TXAZ3200 alloy. Even though the efficiency is same as that in Domain 2, Zn addition reduces
the efficiency of deformation in Domain 1 and limits the temperature range. This may be due to
the presence of intermetallic particles in the matrix that generate large back stress to transform into
dislocation motion, which in turn reduces the rate of recovery. Both of these factors decrease the
efficiency of DRX. A third domain, occurring only in the map of TXAZ3200 alloy, is interpreted to
represent DRX controlled by slip on prismatic planes, along with the recovery by climb-controlled
lattice self-diffusion. The presence of this domain in the Zn-containing alloy may be attributed to
the enhanced prismatic slip activity [11] and the decrease of Mg2 Ca particles at the grain boundaries,
which considerably increase the grain boundary diffusion rate. Thus, recovery occurs to complete
DRX in Domain 3.
In a view to increase the strength of TX32 alloy further, high Al and Zn additions (1 wt % each)
were made and the hot workability behavior of the alloy was studied. The processing map for the
TXAZ3211 alloy obtained in similar temperature and strain rate ranges is shown in Figure 14d. The map
exhibits two DRX domains: (1) 335–400 ◦ C and 0.0003–0.01 s−1 with a peak efficiency of about 33%
occurring at 375 ◦ C/0.005 s−1 (Domain 1); and (2) 400–470 ◦ C and 0.001–0.3 s−1 with a peak efficiency
of about 40% occurring at 440 ◦ C/0.1 s−1 (Domain 2). The important difference between the map
for TXAZ3211 alloy (Figure 14d) and that for TXAZ3200 (Figure 8) is that the flow instability regime
extends over the entire temperature range (i.e., up to 500 ◦ C). In addition, another instability regime
is formed at higher temperatures and lower strain rates. This can be attributed to the high amount
of Zn-containing intermetallic particles in the 1 wt % Zn alloy, which are not thermally stable up
to 500 ◦ C and cause the incipient melting of the alloy, unlike in TX32 and TXA320 alloys that have
stable phases. The presence of Domain 1 in TXAZ3211 moves towards higher temperatures (by about
60 ◦ C) and the peak efficiency is decreased. The basic slip and recovery mechanisms that caused
DRX in the two domains of TXAZ3211 alloy are similar to those in Domains 1 and 2 of TXAZ3200
alloy, although the kinetics of the mechanisms might be influenced by the formation of a large volume
fraction of intermetallic particles with 1% additions of both Al and Zn. Another interesting feature
is that the Domain 3 that occurs in TXAZ3200 alloy at lower strain rates does not occur under those
same conditions in TXAZ3211. This is likely due to the onset of instability at higher temperatures and
low strain rates, as mentioned above, that enable the merger of Domains 2 and 3 into a single large
domain with the active participation of prismatic as well as pyramidal slip systems which facilitate the
extensive occurrence of DRX.
4. Conclusions
The compression deformation behavior of TX32-0.4Al-0.4Zn (TXAZ3200) alloy was studied and
a processing map was generated. With the support of kinetic analysis and microstructural features,
the following conclusions are drawn from this study:
(1)
(2)

The ultimate compressive strength of TXAZ3200 alloy is higher than the base TX32-0.4Al alloy in
the temperature range of 25–150 ◦ C.
The processing map of the alloy, in the range of 300–500 ◦ C and 0.0003–10 s−1 , exhibited three
domains in the ranges: (1) 300–340 ◦ C and 0.0003–0.001 s−1 ; (2) 400–480 ◦ C and 0.01–1 s−1 ; and
(3) 350–500 ◦ C and 0.0003–0.01 s−1 .
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(3)

(4)

(5)
(6)

(7)
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Dynamic recrystallization (DRX) occurs in all three domains and is dominated by basal slip in
the first domain, pyramidal slip in the second, and prismatic slip in the third. The recovery
mechanisms are climb in Domains 1 and 3 and cross-slip in Domain 2.
The estimated apparent activation energy (Q) values from the kinetic analysis for the as-cast
TXAZ3200 alloy are 219 and 245 kJ/mole in Domains 2 and 3, respectively. These values are
higher than the value of Q required for self-diffusion in Mg, which suggests the generation of
significant back stress associated with the presence of intermetallic particles in the matrix and as
well as on grain boundaries.
To maximize the workability of TXAZ3200 alloy, bulk processing may be done in Domain 2 and a
completion step may be done in Domain 3 to obtain a fine grain size in the final product.
Compared with the processing map for TX32-0.4Al alloy, Domain 1 is slightly less wide, Domain
2 moves slightly on the temperature axis by 20 ◦ C, and a new third domain exhibited by the
Zn-containing alloy appears at higher temperatures and lower strain rates. The regime of flow
instability is reduced in TXAZ3200 alloy.
In the processing map of TXAZ3211 alloy that has a high amount of Al and Zn (1 wt % each),
Domain 1 moves to a higher temperature by 60 ◦ C and the third domain is not present, as
compared to the map of TXAZ3200 alloy. The flow instability regime extends along the entire
temperature range at high strain rates, and another regime forms at high temperatures and lower
strain rates.
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