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ABSTRACT

ARTICLE HISTORY

The chemical speciation of nanoparticles is technically challenging because of the minute mass
of the particles. There is a constant need for more sensitive collection methods and chemical
analyses. In this study, we demonstrated the applicability of a surface enhanced Raman scattering (SERS) technique on the rapid and sensitive chemical analysis of individual nanoparticles.
SERS technique provides a significant enhancement of the scattering efficiency over traditional
Raman spectroscopy. The novelty of the proposed technique is that the SERS substrate is used
directly as the sampling substrate of a condensational growth tube (CGT) sampler, which can
activate nanoparticles into water droplets and ensure simultaneous inertial sampling and SERS
pretreatment. First, we investigated applicability of the method on mono-dispersed (20 nm,
50 nm, or 100 nm) ammonium sulfate (AS) and levoglucosan (LG) particles as model aerosols.
The method was then applied to ambient nanoparticles. The successful detection of peaks corresponding to sulfate (SO42-) and organics (C-H) indicates that our proposed method to combine a CGT sampler and SERS showed a sensitivity high enough to provide deep insights into
the chemical speciation of atmospheric nanoparticles as small as 20 nm in diameter.
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Introduction
The size of atmospheric aerosol particles can span
over 5 orders of magnitude ranging from a few nm to
over 100 mm in diameter. Primary particles from sea
spray, desert dust, and biomass burning (Sellegri et al.
2005) are emitted directly into the atmosphere and
generally comprise the relatively coarse fraction.
Meanwhile, secondary particles are formed from gaseous precursors in the atmosphere by gas-to-particle
conversion; these new particles are more often found
as nanoparticles in the sub-100 nm diameter range.
The vast majority of secondary particles (by number) in the atmosphere are nanometer scale in diameter, which makes them particularly difficult to
control (or remove from the flow) and detect, therefore posing many technical challenges, even today.
The minute size and mass of nanoparticles mean that
measurements of common physical properties (e.g.,
light scattering, gravitational sedimentation, and
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inertia) no longer enable their detection and sizing.
Even after a successful classification and collection of
size fractionated nanoparticles, the inherently small
mass makes it difficult to overcome the detection limits of conventional bulk chemical analyses.
The Spot Sampler (Series 110 Liquid Spot Sample,
Aerosol Device Inc.), which is based on condensation
growth tube (CGT) technology, can overcome many of
the limitations associated with nanoparticle classification and collection (Fernandez, Lewis, and Hering
2014; Lewis and Hering, 2013). In this CGT based sampling system, nanoparticles are magnified through
water condensation to form super-micron (3 mm)
droplets, enabling collection, via inertial collectors, of
the nanoparticles grown; the droplets are then readily
collected into the impaction well and concentrated in a
spot 1 mm (Fernandez, Lewis, and Hering 2014).
Efficiencies as high as 98% were reported for dry collection of particles 10 nm to 2.5 mm in size (Fernandez,
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Lewis, and Hering 2014). The remaining problem is
associated with the rather small throughput (1 liter per
minute) of the instrument. It must be coupled with a
highly sensitive offline chemical analysis method.
Over the past decade, Raman spectroscopy has been
increasingly used for the chemical characterization of
atmospheric aerosol particles. Raman spectra are derived
from light scattered by samples in an inelastic manner
and provide information on molecular vibrational
modes (Wang et al. 2015). It has been applied to characterize phase separation (Ciobanu et al. 2009; Yeung and
Chan., 2010), ice nucleation properties (Iwata and
Matsuki 2018), hygroscopic properties (Ling and Chan.,
2008), and the heterogeneous reactivity of atmospheric
aerosols (Gen, Huang, and Chan 2018). Specific Raman
signals from the fingerprint region (800–1800 cm1)
provide chemical bonding data that are unique to specific molecular structures. Raman spectroscopy has generally been applied on atmospherically relevant particles
larger than 1 mm in diameter because of the inherently
weak intensity of the Raman scattering signal from fine
particles, such that functional groups could not be
detected by a spectrometer. However, the vast majority
of secondary aerosols in the atmosphere are <1 mm in
diameter. Surface-Enhanced Raman Spectroscopy (SERS)
can be applied to solve this technical difficulty and
detect chemical bonds from nanoparticles.
Fleischmann, Hendra, and McQuillan (1974) first
discovered Raman enhancement through the enhanced
signal of pyridine on electrochemically roughened silver
electrodes. Albrecht and Creighton (1977) and David
and Richard (1977) reported SERS as a new phenomenon with the extraordinary enhancement of Raman
signals from molecules surrounded by metallic nanostructures. This phenomenon results from highly localized regions, called “hot spots” which occur at gaps
between adjacent metal nanostructures (Craig, Bondy,
and Ault 2015; Sun et al. 2019). Considerable effort has
been focused on the design of an effective and robust
SERS active substrate, and other studies applying the
SERS technique to atmospheric aerosols used Au inverted
pyramids (Fu et al. 2017), electrospray SERS (Gen and
Chan 2017; Gen et al. 2019), aerosolized plasmonic colloidosomes (Phan-Quang et al. 2018), and plasmonic bimetallic nanogap structure (Wong et al. 2014) among their
tools. Tirella et al. (2018) used Ag foil as an impaction
substrate of a microanalysis particle sampler and succeeded in detecting the peaks of inorganic and organic
vibrational modes from 150 nm ambient particles.
However, this particle size is still larger than the majority
of secondary particles in the atmosphere.
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In this study, the combination of a differential mobility analyzer (DMA), CGT sampler and the SERS technique is proposed as a new high-efficiency collection
and a sensitive analytical method for the chemical speciation of size-resolved particles. It has been tested for its
applicability on the chemical speciation of Aitken mode
aerosol particles (<100 nm) which are abundant in the
atmosphere. The proposed method involves direct collection of nanoparticles onto a SERS substrate following
size classification by a DMA and condensational growth
by the CGT sampler. The novelty of the coupling of
water-based condensation growth technique and the
SERS substrate stems from the facts that, 1) the condensing vapor act as pure distilled water that is free of contamination, and 2) because the SERS substrate requires
the analyte to be in the form of solution, the condensational
growth not only enables inertial collection of nanoparticles,
but at the same time serves also as sample pretreatment.
These advantages are essential for detecting trace amounts
of compounds contained in the nanoparticles.

Materials and methods
Nanoparticle collection on SERS substrate
We selected a commercially available SERS substrate
(Ag SERStrate, Silmeco Ltd., Denmark), which has its
surface covered by silicon nanopillars coated with silver (Schmidt, H€
ubner, and Boisen 2012). When the
solvent (water) deposited on the substrate evaporates,
its surface tension will pull the silicon nanopillars
together, trapping the analyte at the hot spots giving rise
to a large Raman signal. Hence, using the SERS substrate as an impaction plate of the CGT sampler
requires no pretreatment (extraction and dilution) and
enables us to directly analyze sample particles later by
Raman spectroscopy. In order to grow nanoparticles
most efficiently and to dry the collected droplets, the
temperature values of conditioner, initiator, moderator,
impaction nozzle, and sample plate of the CGT sampler
were set at 5  C, 35  C, 10  C, 27  C, and 32  C, respectively. The water injection pump added 20 mL of water
per 30 sec. Dried spots of sample particles were obtained
at a flow rate of 1.0 liter per minute (lpm). Home-made
polyethylene terephthalate sample support was prepared
to accommodate the SERS substrate (4  4 mm dimension) in the collection chamber.
Collection of laboratory-generated nanoparticles
Ammonium sulfate (AS) and levoglucosan (LG) particles were generated in the laboratory as surrogates
for atmospherically relevant inorganic and organic
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Figure 1. Schematic of the experimental setup used in the laboratory experiment.

aerosols, respectively. Aqueous solutions of AS (Wako
Pure Chemical Industries, Ltd.) and LG (Wako Pure
Chemical Industries, Ltd.) were prepared at concentrations ranged between 35 ppb (ng/liter) to 1.25 ppm
(mg/liter) and 32 ppm to 100 ppm, respectively. Each
sample solution was atomized using an aerosol generator (ATM 226. TOPAS, Germany) at a flow rate of 5.0
lpm, with the resulting particle concentrations for both
conditions adjusted to 80–90 #/cc. The particles generated were passed through a diffusion dryer to remove
water. A neutralizer containing a radioactive source of
241
Am was used to provide a known charge distribution
on the aerosol entering a DMA. By using a short DMA
(Model 3085, TSI Corporation, USA), mono-dispersed
particles with electrical mobility diameters of 20 nm,
50 nm, or 100 nm were collected directly on the SERS
substrate following condensational growth in the CGT
sampler (Figure 1). The sample to sheath flow ratio was
set to 1:10 (1 to 10 lpm) for 20 nm and 50 nm particles
and 1:5 (1 to 5 lpm) for 100 nm particles to size-select
such relatively large particle with the short DMA. Each
sampling time was only 1 min.

were obtained using a 532 nm excitation laser with the
intensity reduced to 0.005 mW by passing through a
set of neutral density filters. This is a surprisingly weak
laser intensity as compared to the normal Raman analysis, but is required to suppress the background noise
at the fingerprint region (1100–1700 cm1) (Figure S1 in
the online supplementary information) that significantly
reduces the SERS detection sensitivity (Shan et al. 2017).
This background noise is a common characteristic of
SERS and popularly known as photocarbonization (Xu
et al. 2012), which is considered to be caused by carbon-based surface adsorbates from the atmosphere.
With the use of a 100 objective lens (Mitsutoyo,
0.70 N.A.), the laser spot size was estimated to be
1 mm in diameter. We calibrated both the peak intensity and position in the spectra against the known
Raman signal of a pure silicon standard at 520 cm1.
Raman spectra were acquired with an exposure time of
1 s and ten accumulations. Samples were exposed to
ambient relative humidity and temperature conditions
during Raman analysis (23  C and 30  50% RH).

Results and discussion
Collection of ambient nanoparticles
Ambient aerosol samples were collected at the NOTO
Ground-based Research Observatory (NOTOGRO,
37.45 N, 137.36 E), Japan (Figure 2) at 15:00 on 2
April, 2019. NOTOGRO is a remote coastal site
located on the western coast of central Japan (Ueda
et al. 2016; Iwamoto et al. 2016; Schmale et al., 2018;
Iwata and Matsuki 2018). Ambient samples were
passed through a diffusion dryer before being classified at electrical mobility diameters of 20 nm and
100 nm with an electrostatic classifier (Model 3080,
TSI Corporation) equipped with a long DMA (Model
3081, TSI Corporation) at sample-to-sheath flow ratio
of 1:10 (1 to 10 lpm) and then collected directly on
the SERS substrate using the CGT sampler. Sampling
duration was less than 10 min.
Analytical setting for SERS detection
SERS detection was performed using micro-Raman
spectroscopy (Nanofinder HE, Tokyo Instruments,
Japan). The Raman spectra of individual particles

Identification of nanoparticles collected on
SERS substrate
As mentioned in the methods section, the Ag SERS
substrate is comprised of an array of vertically aligned
silicon nanopillars coated with Ag. Neighboring nanopillars would lean against each other via surface tension, when the solvent evaporated (Schmidt, H€
ubner,
and Boisen 2012). Therefore, direct collection of magnified nanoparticles by condensational growth on the
SERS substrate has additional advantages such that
the 1 mm spot deposited by the CGT sampler can easily be identified in optical images. The points where
sample droplets are deposited on the surface leave
characteristic marks and remains as a trace (Figure 3).
The particles grown can be successively impacted and
create a 1 mm spot directly beneath the impactor nozzle. In addition, numerous and much smaller 3 mm
traces can be observed scattered around the 1 mm
spot. This 3 mm size corresponds roughly to the size
of a single nanoparticle grown via a water condensation system (Hering, Spielman, and Lewis, 2014). The
Spot Sampler is based on the same condensational
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Figure 2. Sampling location of NOTOGRO site.

Figure 3. (a) Schematic images of the particle deposition with the CGT sampler. (b, c) Schematic and optical images of the central
1 mm spot and satellite 3 mm traces on the SERS substrate. Scale bar: 10 mm.

growth tube principle of WCPC so that the coagulation of droplets within the tube is unlikely to occur;
otherwise WCPC can no longer ensure single particle
counting. Therefore, 1 mm spot contains a number of
particles, whereas 3 mm trace most likely contains single particle; and to meet our main objective to detect
individual particles, we decided to focus Raman laser
on the 3 mm traces. We collected in total 30 spectra
from laboratory-generated particles, 9 spectra from
20 nm ambient particles and 5 spectra from 100 nm
ambient particles. However, the mono-dispersed particle flow by DMA includes particles with multiple
charges in the group of those with single charges.
Therefore, each trace may not necessarily represent
compositions of exactly 20 nm, 50 nm, and 100 nm
particles. This limitation also applies to the experiments for ambient particles. Current analysis method
does not permit accurate estimation of the multiple

charging effect on the overall statistics of collected
particles. However, this sort of sizing bias could eventually be resolved e.g., by combining aerosol particle
mass (APM) analyzer to extract only the fraction having same mass among the charged particles classified
by DMA (Tajima et al. 2011).
Detection of SERS signal from laboratorygenerated nanoparticles
AS and LG were selected as surrogates of the atmospherically relevant sulfate and organic particles. AS is
well known to be the most abundant atmospheric
aerosol component, while LG is the characteristic
organic component of particles emitted especially
from biomass burning (Hornig et al. 1985; Locker
1988). Laboratory-generated aerosol particles were
used to verify if the combination of the CGT sampler
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Figure 4. Representative SERS spectra of AS and LG model particles mono-dispersed at 20 nm, 50 nm, and 100 nm. Spectrum of
NaCl particle is also shown as a background. Note that spectra for NaCl and LG particles also show a small peak near (SO42),
which is rather associated with the background (Figure S2).

and the SERS substrate has the capability to detect the
Raman scattering from atmospherically relevant
nanoparticles.
Raman spectra were acquired from 30 individual
3 mm traces found on the SERS substrate after sampling in respective condition. Representative SERS
spectra of model particles are shown separately for
20 nm, 50 nm, and 100 nm in Figure 4. A spectrum of
NaCl particle, monodispersed at 50 nm at particle
concentration 80–90 #/cc, is included as a reference to
confirm if any interfering peaks arise in the background spectra from droplets free of sulfate and
organics. Figure 4 shows that all SERS spectra (from
LG and AS), as well as NaCl spectra, already had
peaks at 40 cm1 and 965 cm1. The low frequency
Raman scattering at 40 cm1 has spontaneously
emerged due to the interaction of elastically scattered
light and the edge filter (Wei et al. 2018). The latter
peak at 965 cm1 is more problematic in this case,
since it interferes with the characteristic peak of
enhanced sulfate (SO42-) at 970 cm1, which is
known to be red-shifted in SERS experiments (Gen
and Chan 2017; Fu et al. 2017; Tirella et al. 2018).
However, this small peak at 965 cm1 was present
even in the case of NaCl or LG samples free of AS,
and observed at least on all the SERStrate we tested.
We have looked into the spectra from the substrate
itself, and compared with the cases with drops of pure
water, ethanol and methanol on the substrate. (Figure
S2). The peak at 965 cm1 still remained, but only
after deposition of the solvents. From these observations, the possibility of contamination during the
water condensation through the CGT system can be
excluded. The exact cause of background 965 cm1

peak is not clear, but because of the extreme sensitivity of SERS, molecules from surrounding air may be
trapped during the activation of hot spots upon liquid
deposition on the substrate and cause this contamination. Further study will be needed to pinpoint the
exact source of this background peak in the future.
Despite the presence of the peak at 965 cm1 in the
background, the peak intensity of AS particles appears
stronger than for LG or NaCl in Figure 4. To verify if
the peaks are actually enhanced or not by the presence of additional AS, we normalized the peak intensity at 965 cm1 by that at 40 cm1 (Figure 5a). Wei
et al. (2018) reported that the intensity of the surface
plasmon enhanced elastic scattering signal (at 40 cm1
in this case) scales linearly with the integrated “hot
spot” signals within a laser excitation volume. Thus,
intensity of other peaks can be quantified by using the
peak intensity at 40 cm1 as a normalizing factor
(Wei et al. 2019). In Figure 5a, colored box and whisker plots on the left show the median, average and
95th, 75th, 25th, and 10th percentile values and the
right circles show the individual normalized intensity
values. The normalized (SO42-) intensity from AS
particles on the SERS substrate was strongly enhanced
and consistently larger as compared to the case of
NaCl and LG for all particle sizes (20 nm, 50 nm, and
100 nm). Furthermore, the median, average, 75th and
25th percentile values of the normalized (SO42-)
intensity of AS increased with the increasing particle
size. This is an indication that the peak intensity
increases with the amount of sulfate within the particle (i.e., particle size), and that the current method
may even have the potential to semi-quantitatively
detect the compound. Note that normal Raman
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Figure 5. (a) The normalized intensity of the peak at 965 cm1. Left colored whisker plots showed the median, the average and
95th, 75th, 25th, and 10th percentile values, while the right circles show the individual normalized intensity values. 30 spectra from
individual 3 mm traces under each sampling condition were obtained and plotted. (b) SERS and normal Raman spectra for AS
20 nm, 50 nm, and 100 nm particles.

signals were not detected from AS particles collected
on a glass substrate (Figure 5b), which is a clear demonstration that detection of such trace amount of
compound is only made possible with the aid of the
SERS effect of the substrate.
AS should also contain ammonium as the counter
cation of sulfate. It is expected to be identified by the
peak of (N-H) at 3000–3200 cm1 (Venkateswarlu,
Bist, and Jain 1975; Dong et al. 2007), however, no
noticeable peaks were observed in our spectra. The
(N-H) mode is a broad peak which results from
hydrogen bonding and reported to be weaker than
(SO42-) mode (Degen and Newman, 1993; Jentzsch
et al. 2013; Tirella et al. 2018). It is likely that the signal intensity was not strong enough to be detected as
a peak in this method, and this may also explain why
SERS based detection of (N-H) is found only in a
limited number of studies. Likewise, the peak of (OH) at 3200–3700 cm1 (Ault et al. 2013) from water
was not detected in the spectra. The absence of water
peak may partly be related to the fact that the sample
plate of the CGT sampler holding the SERS substrate
is heated at 32  C to evaporate water from the droplets during collection (Fernandez, Lewis, and Hering
2014). However, the peak of (O-H) cannot be found
for LG particles (Figure 4), nor with ethanol and
methanol on the SERStrate (Figure S2), suggesting
that the signal may be below the detection limit as it
was the case for (N-H).
Meanwhile, the detection of (C-H) region at
2800–3000 cm1 from LG nanoparticles were more
straightforward owing to the absence of any

interference from background signals and showed
strong enhancement even with 20 nm size. Figure 6a
shows the normalized peak intensity of the specific
peak at 2950 cm1. Despite the absence of any interfering background peak at 2950 cm1, we also used
the peak intensity at 40 cm1 as a normalization factor
to minimize potential point-to-point SERS signal variability. The signal intensity on every spectrum may
change depending on the difference on the “hot spot”
distribution within a laser excitation volume (Wei
et al. 2018). We therefore needed to implement such
normalization for comparison. The value from NaCl
and AS was virtually 0 because no peaks at
2800–3000 cm1 were found in their spectra.
Moreover, the spectra from 100 nm LG particles have
an additional peak at 2850 cm1, corresponding to
another (C-H) mode (Ault et al. 2013). Similar with
AS, the quantitative nature of peak intensity given an
increasing particle size was clearly observed. This (CH) mode cannot be detected by normal Raman spectroscopy (Figure 6b).
There is also a characteristic peak found at
1600 cm1 especially with LG particles (Figure 4).
This could add to the case for the organic being
detected. However, as it was also the case for sulfate
at 965 cm1, a small interfering background peak
sometimes appeared even in the case of pure NaCl
(though with less intensity as in the case of LG). For
this reason, we decided to focus on (C-H) stretches
around 2800–3000 cm1 for the detection of organics.
Although the individual SERS spectra (the circles
in Figures 5a and 6a) originate from mono-dispersed

832

R. KUNIHISA ET AL.

Figure 6. (a) The normalized intensity of the peak at 2950 cm1. Left colored whisker plots showed the median, the average and
95th, 75th, 25th, and 10th percentile values, while the right colored circles show the individual normalized intensity values. 30 spectra from 3 mm traces under each sampling condition were obtained and plotted. (b) SERS and normal Raman spectra for LG
20 nm, 50 nm, and 100 nm particles.

particles of identical size, they exhibited a wide range
of Raman enhancements. In this study, the evaporation of water solvent in a sample droplet deposited
onto the SERS substrate allows silver nanopillars to
lean against each other and causes them to create a
highly localized SERS hot spot. Some analyte molecules adsorbed at the tips of the pillars must be
located exactly in the hot spots as the pillars lean
together (Schmidt, H€
ubner, and Boisen 2012).
Therefore, it is not necessarily the case that all analyte
molecules find their way in the limited hot spots and
are enhanced significantly. Schmidt, H€
ubner, and
Boisen (2012) reported that the Raman signal from
pre-leaned pillars is approximately 4.5 times lower
than from the post-leaned pillars. This situation could
also be applied on the Raman signal from analytes
that missed the hotspots but instead fell in between
the gaps of separated pillars. In addition, the evaporating solution may not leave drying solute homogeneously across the trace, but instead create patches or
accumulate selectively along the fringe (in similar
manner as the coffee-ring effect). This could partly
explain the rather wide spread of the observed Raman
enhancements.
These results demonstrated that the combination of
the CGT sampler and the SERS substrate has sufficient sensitivity for semi-quantitatively detecting characteristic sulfate and organic signals from individual
Aitken mode nanoparticles. Tip-Enhanced Raman
Spectroscopy (TERS), which has the advantage of
enhanced Raman signal and spatial resolution down
to the nanometer scale, has already been applied for

nanoparticles smaller than 100 nm in size (Ofner et al.
2016). However, TERS still involves many technical
challenges, for example, one must ensure that the
excitation laser spot be focused exactly at the probe
tip of the scanning probe microscope (SPM) in contact with the analyte. Stable operation of TERS is still
not readily achieved and requires highly trained personnel to ensure its reproducibility. In this respect,
the proposed method is much quicker, robust and less
labor intensive (e.g., does not require additional operation of SPM). Considering the fact that the previous
works based on normal Raman and SERS dealt only
with accumulation mode particles (>100 nm) or larger
(Tirella et al. 2018), the detection of major chemical
components from a small volume of nanoparticles as
small as 20 nm by SERS can be a significant step forward in our pursuit of developing the more sensitive
chemical analysis.
Detection of SERS signal from ambient
nanoparticles
We sampled ambient atmospheric nanoparticles
mono-dispersed at 20 nm (10-30 #/cc) and 100 nm
(100-110 #/cc) at NOTOGRO. The SERS spectra were
acquired from the individual 3 mm traces found
sparsely on the SERS substrate.
Figures 7a and b show the normalized SERS spectra
of ambient 20 nm and 100 nm particles, respectively.
Closer look at the peaks of (SO42) and (C-H) in
the SERS spectra of 20 nm ambient particles shows
noticeable Raman enhancement at (SO42) but not
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Figure 7. (a, b) Normalized SERS (colored) spectra obtained from ambient particles in NOTOGRO, shown separately for mono-dispersed particles at 20 nm and 100 nm and pure water (black). (c, d) The normalized intensity of the peak at 965 cm1 and
2950 cm1. Of these spectra, 9 were obtained from 20 nm NOTOGRO ambient particles, while 5 were obtained from 100 nm
NOTOGRO ambient particles. Box and whisker plots are shown in the same manner as in Figures 5 and 6. (e) Optical images of
3 mm traces on the SERS substrate under each condition. Scale bars: 10 mm.

as much at (C-H) (Figure 7a). Figure 7c shows the
normalized intensity of the peak of (SO42). While
both 20 nm and 100 nm ambient particles showed significantly larger peak intensities as compared to the
background (NaCl), the plots for 20 nm were notably
higher than those of 100 nm ambient particles. With
respect to (C-H) on the other hand, Raman enhancement was more pronounced for 100 nm ambient particles (Figures 7b and d), although we still observed
weaker enhancement from 20 nm ambient particles.
These results imply that sulfate dominates the 20 nm
particles rather than the organics, while organics are
predominant at 100 nm ambient particle. It may also
be worth pointing out that both 20 nm and 100 nm
ambient particles were likely in an internal mixing
state containing both sulfate and organics but in different mixing ratios.

In addition, there are additional peaks found at the
fingerprint region especially for 100 nm ambient particles (Figure 7b). Peaks in the 1100–1700 cm1 region
correspond to a range of vibrational modes of organic
functional groups. The spectra for 100 nm ambient
particles showed enhanced peaks at 1245 cm1,
1293 cm1, 1566 cm1, 1600 cm1. These peaks may
be assigned to the vibration modes of CH2 and ¼ CH
rock, the ring and C ¼ N stretching, and C ¼ C
stretching, respectively. It is difficult to identify specific organic components, but this additional data may
also provide hints of the kinds of organics present in
the ambient nanoparticles. It is also possible that the
1600 cm1 in ambient samples could be due to elemental (graphitic) carbon. However, with the current
SERS substrate, it is essential that the analyte molecule
be captured exactly at the (sub-nanometer) hotpot in
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order to gain enhanced Raman signal. Insoluble particles are generally larger in scale and may have
smaller chance of being trapped in the hotpot.
Whether the current method can be further extended
and demonstrate its applicability also for the insoluble
fraction remains a future challenge.

Conclusion
In this study, we proposed that the combined DMA,
CGT sampler and SERS techniques can be applied on
the chemical speciation of atmospheric nanoparticles
by sensitively detecting major chemical components
such as sulfate and organics in high time and size resolutions. To the best of our knowledge, this is the first
SERS-substrate based study which successfully demonstrated the detection of vibrational modes from Aitken
mode (sub-100 nm), individual aerosol particles.
Lab-generated atmospherically relevant particles of
AS and LG mono-dispersed at 20 nm, 50 nm, and
100 nm were collected onto the SERS substrate and
analyzed with Raman spectroscopy. The SERS spectra
showed strongly enhanced peaks of (SO42-) and (CH) even from particles as small as 20 nm. It is impossible for traditional spectroscopic methods to go down
to such sizes due to the extremely small sample mass
involved. Moreover, we observed a corresponding
increase of the peak intensity with increasing particle
size, indicative of semi-quantitative detection. We
have demonstrated the compatibility of the CGT sampler and the SERS substrate, through which we were
able to overcome some of the major technical challenges associated with collection and measurement of
ultrafine particles.
We also found that the combined DMA, CGT sampler and SERS substrate enables identification of characteristic traces on the sampling substrate. The SERS
spectra from each of these traces most likely represent
the chemical composition of individual nanoparticles.
In our initial test on ambient nanoparticles, we
observed strongly enhanced peaks of (SO42) at
20 nm NOTOGRO ambient particles, while the peak
of (C-H) was enhanced and detected at 100 nm.
Sulfuric acid is believed to be the major contributor
to particle growth during the early phases of particle
nucleation and growth in the atmosphere; this is likely
taken over later, gradually, by organics (Ehn et al.,
2014; Meng et al. 2014). Our result may reflect a few
snapshots of how chemical species are fractionated
among particles of different sizes in the Aitken mode.
However, this study is merely a first attempt and
more data and careful design of the measurement is

needed to draw any definitive conclusion on the
chemical dynamics involved in the early stages of the
particle growth. Nonetheless, current results showed
that the combined CGT sampler and SERS is a promising technique which may provide deeper insights on
the chemical speciation of particle growth processes in
the atmosphere. We believe that the proposed method
makes a significant contribution to the implementation of individual ultrafine particle analysis and could
further help solving the aerosol climate uncertainties
and health risks related to nanoparticle exposure.
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